
MX88
Multi-Zone Controller-Amplifier

The MX88 is the ultimate in multi-zone audio/video and control integration—the       
perfect foundation for a comprehensive, fully featured high-performance system where 
operational simplicity, minimalistic component footprint, and value are paramount. A          
technical tour-de-force, the MX88’s span of control covers every conceivable audio/
video and home control technology imaginable.

Xantech engineers broke new ground with new MX88 amplifier. The MX88 delivers 
800 watts through premium Class-D amplifiers, which  brings the full impact of music 
and movies to unprecedented levels through the latest advances in digital amplification 
technology. In addition, an ultra-efficient “green” power supply design automatically 
senses the voltage input and maximizes energy efficiency. The result is 			 
high-performance audio without the corresponding high electric bill.

The MX88’s Ethernet IP connectivity allows users to control each and every zone 
within the multiroom system using almost any web-enabled device with browsing 
capabilities, including an Apple  iPad®, or iPhone®. With a user interface that speaks 
to the MX88’s high-performance design, users can access and manage their sources 
with ease.

System integration is fast and convenient with easy-to-follow, organized color-coded 
connectors on the MX88 back panel.

Xantech kept the system integrator’s needs foremost in mind when it comes to 	
programming and configuring the MX88. Integrators can use the Xantech Universal 
Dragon software application to take full advantage of the MX88’s features. Or, they 
can opt to use QuickConfig: a built-in setup program that makes programming fast,	
 intuitive, and easy. In addition, the MX88 is designed to fluently interface  with other 
Xantech audio/video components.  Integrating an HD88C/CC5 component video 
switcher, MPCI MultiSource PC Interface with Autonomic Controls MCS, XIS100 high-
resolution iPod dock with metadata capability, or XT1 AM/FM tuner is as easy as click-
ing a few buttons.

The MX88       
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interface with 

an iPhone®, iPod 

Touch®, or iPad®.	
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•	 8 Source sense Inputs, 3.5mm mini-phone
•	 9 IR emitter outputs, 3.5mm mini-phone
•	 8 Zone IR outputs, 3.5mm mini-phone
•	 8 Zone status outputs, 3.5mm mini-phone
•	 1 System-wide control output, 3.5mm mini-phone
Sources
•	 Plug and Play with Xantech XIS100 iPod® dock, 		
	 MCPI MultiSource PC Interface with Autonomic     	
	 Control MCS, HD88 component video matrix, XT1 	
	 tuner, and Xmusic audio server.

Programming
•	 Xantech Universal Dragon™ software application or 	
	 QuickConfig built-in setup
•	 USB and RS232 ports on front panel
•	 IR learning target on front panel

Expansion
•	 Option to link 2 controllers (8 sources/16 zones)

Physical
•	 Standard rack width, 4U
•	 Rack Ears Included
	 Order: MX88vi, MX88ai, or MX88a
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Specifications:
Amplifier
•  50W x 16 channels (800W)
•	 Highly Efficient Class-D Amplification

Audio/Video Connections
•	 8 WECO-type loudspeaker connectors
•	 8 Stereo RCA preamp audio inputs and loop-thru
•	 1 Stereo RCA preamp audio input on front panel
•	 8 Stereo RCA zone preamp audio outputs
•	 8 audio zone source inputs, pre-amp level, 3.5mm 	
	 stereo mini phone
•	 8 Composite video RCA inputs/outputs and loop-thru 	
	 (MX88vi only)
•	 1 Composite video RCA input on front panel (MX88vi 
only)
•	 2 Amplifier control outputs for zones 7 and 8, 3.5” 		
	 mini-phone
Control Connections
•	 1 Ethernet (IP) port, RJ-45
•	 1 RS232 port, DB15
•	 1 RS232/Expansion port, DB15
•	 8 Keypad I/O ports, RJ-45

MX88 Versions:

•	 MX88vi: Audio/Video, IP-enabled (above)		  •  MX88ai: Audio, IP-enabled		      •  MX88a:  Audio


